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Thanks for your purchase of a clear ice maker from Arizona Appliance & Home! We want you to be happy with your 

purchase and want to make you aware of a few things that are specific to these products. These items will apply to all 

standalone ice makers regardless of cube size.  

1. They are noisy. Part of having fresh ice is that the machine is regularly making new ice. You will hear ice dropping into 

the bin after the harvest, the pump making noise getting rid of the melted ice, the water valve opening and closing, and 

other noises you may not expect.  We cannot accept returns for an ice maker that is operating properly but is louder 

than your other appliances.  

2. You have a choice between buying one with a pump and one without a pump (gravity drain). WE STRONGLY 

RECOMMEND BUYING ONE WITH A PUMP because of the risk of the drainpipe moving behind the appliance after 

installation.  If we install a model that does not have a pump, we will require access to view the drainpipe after the 

appliance is installed.  An example of this would be to cut out a 6” x 6” access in the adjacent cabinet.  

3. The site must be spec ready when we come out to install.  All water and drain connections must be provided 

according to the manufacturer’s specs which are available on-line or by your salesperson.  

4. If the drain and water connections are not in the correct place, then the icemaker might not fit flush with your 

cabinetry. The number one reason for failure is the drain hose being blocked by the ice maker after it is pushed back into 

the opening. Our installers will do their best to ensure that the unit cannot be pushed back, but we cannot accept 

returns due to how the unit looks in your cabinetry.  

5. They require maintenance. All clear icemakers require regular cleanings which involve draining out the old ice and 

running a cleaning cycle using a cleaning solution that is provided by the manufacturer. These cleanings are the end 

user’s responsibility and the manufacturer’s warranty will not cover issues related to maintenance not being performed.  

6. The ice cubes do not always look the same 100% of the time. The quality of the ice harvest is dependent on external 

factors such as room temperature, room humidity, water hardness, etc.    

7. The warranty is provided by the manufacturer, not Arizona Appliance & Home. Arizona Appliance & Home will 

warrant the installation for a period of 1 year.  If there is a problem with your ice maker, Warranty service is provided by 

a third party that is contracted with the manufacturer. We will do our best to arrange service for you, however we 

cannot be responsible if service is delayed due to your location or a high volume of service calls.  

Arizona Appliance & Home Appliance considers ice makers as Special Order items. Special Order items are non-

returnable/non-refundable for any reason other than a factory authorized service exchange.  Arizona Appliance & Home 

is not responsible for any property damage associated with ice maker failures or installations not performed by our 

installation team. I have read and understand this disclaimer prior to my ice maker purchase with Arizona Appliance & 

Home.  

 

 

Print: ______________________________________Sign: ________________________________ 

 

Order number: ________________ 
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Café™ 36" Built-In Gas Cooktop
CGP70362NS1

ADA
COMPLIANT

Versatile burner complements every cooking style - Sear, fry and sautee on 
a 18,000 BTU burner 

Spend more time cooking and less time cleaning up - Keep your kitchen 
sparkling, even when there's a spill with sealed cooktop burners that contain 
messes for easy cleanup 

Lights that do more than shine - Enjoy peace of mind with a touch of style 
thanks to white LED backlit, heavy-duty knobs that let you know when a 
burner is activated at a glance 

More cooking with less cookware - Get the most from your cooktop and 
eliminate the need for extra cookware with an extra-large, integrated 
cooktop griddle as an optional accessory

When you’re updating your kitchen, attention to detail is a priority. That’s 
why Café cooktops are guaranteed for an exact fit or Café Appliances will 
pay up to $100 toward modifications 

Simmer away - Always get your hollandaise just right with a simmer burner 
that provides low, even heat 

Create a look that matches your personal style - Select from premium 
hardware options to create a stunning look customized to any owner’s taste

Safety controls add peace of mind - Prevent unintended burner activation 
with control lock capability

One surface makes cooking easier - Easily move heavy cookware across 
the surface without worry, thanks to continuous, cast-iron burner

Let the dishwasher do the cleaning - Enjoy the party without worrying about 
clean up, thanks to dishwasher-safe grates and knobs

FEATURES & BENEFITS

FEATURES
Cooktop Surface Deep Stainless Steel
Cooktop Burner Type 5 Sealed
Control Location Front Center
Control Type Knob
Ignition System Electronic
Burner - Left Front 9,500 BTU
Burner - Left Rear 9,500 BTU
Burner - Right Front 15,000 BTU
Burner - Right Rear 5,000 BTU
Burner - Center 18,000 BTU

Cooktop Burner Grate Features
Continuous Grates, Dishwasher Safe, 
Edge-to-Edge Grates, Self-Clean

Cooktop Burner Grate Material Porcelain
Fuel Type Natural Gas (factory set)
Valves (Degree of Turn) 270

WEIGHTS & DIMENSIONS
Approximate Shipping Weight 57 lb
Cabinet Width 36 in
Cutout Dimensions (W x D) (In.) 33-7/8 x 19-1/8
Net Weight 51 lb
Overall Depth 21 in
Overall Height 5-1/2 in
Overall Width 36 in

POWER/RATINGS

Burner BTU Ratings  
(000's/BTU) - LP Gas

(1) 18.0 
 (1) 15.0 
 (2) 9.5 
 (1) 5.0

Burner BTU Ratings  
(000's/BTU) - Natural Gas

(1) 18.0 
 (1) 15.0 
 (2) 9.5 
 (1) 5.0

Volts/Hertz/Amps 120V, 60Hz, 5A

ACCESSORIES
Griddle Cast Iron (optional)
Stainless Steel Cleaner Included
LP Conversion Kit Included

APPEARANCE
Color Appearance Stainless Steel

Control Knobs
Dishwasher Safe, Stainless Steel Appearance, 
White LED Backlit

Cooktop Burner Grate Color Matte Black

Installation
Over Single Wall Oven (except Single-Double), 
Above Warming Drawer



Café™ 36" Built-In Gas Cooktop
CGP70362NS1

For answers to your Café™ product questions, visit our website at cafeappliances.com.

WARRANTY
Parts warranty Limited 1-year entire appliance
Labor warranty Limited 1-year entire appliance
Warranty notes See written warranty for full details

ADDITIONAL ACCESSORIES

Installation above a wall oven

DIMENSIONS AND INSTALLATION

AGA Requirement: All gas cooktop models require 7/16" free area below 
cooktop height to combustible material. Requires 18" minimum from countertop 
to adjacent overhead cabinets.

Note: If installing with Telescopic Downdraft System, consult both cooktop 
and downdraft installation instructions packed with product before installing. 
Cooktop gas/electric supply may need to be re-routed to install downdraft.

Electrical Rating: 120V, 60Hz, 5A

Installation With Single Wall Oven Information: 36" Gas cooktops are 
approved for use over select 30" Wall Ovens and Warming Drawers. Refer to 
cooktop and wall oven/warming drawer installation instructions packed with 
product for current dimensional data.

Installation Information: Before installing, consult installation instructions, 
packed with product, for current dimensional data.

Dimension and installation information are shown in inches. 
*Allow 5-3/4" depth at rear for electrical and gas connections

CXCG1K0PMCU 
Brushed Copper 

Knobs

CXCG1K0PMBT 
Brushed Black 

Knobs

CXCG1K0PMSS 
Brushed Stainless 

Knobs

CXCG1K0PMBZ 
Brushed Bronze 

Knobs

2-1/2" MIN
From front edge

of countertop to front
edge of cooktop cutout

31-1/4" MIN
From top surface
of countertop to
top surface of

wall oven support
platform

Gas Connection

Cooktop 3-11/16"
13" MAX

depth

30" MIN. to
unprotected

cabinet
12" MIN.

clearance to
side wall

from cut-out

18" MIN.  
to cabinet

3-3/8" to
rear wall

36" MIN. 
Base Cabinet Cut should 

not interfere
with cabinet
structure at
front

12" MIN.
clearance to

side wall
from cut-out

Dimension and installation information are shown in inches.

36" 21"

33-7/8"

19-1/8"

2-1/2"
Min

CGP70362NS1
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CGP70362NS1
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CXCG1K0PMFB  
Flat Black 

Knobs

CXCG1K0PMCG 
Brushed Brass 

Knobs



CTC912P2NS1

Café™ 30" Combination Double Wall Oven  
with Convection and Advantium® Technology

Unmatched versatility to unleash your imagination - Enjoy a whole new 
level of cooking flexibility with a single oven that can be used in five 
different ways. Use it as a Convection Oven, Microwave, Toaster Oven, 
Warming/Proofing Oven, and Precision Cook Oven with Advantium 
Technology (upper oven). 

The perfect marriage of quality and speed - Eliminate the need for 
preheating and cook your favorite foods two- to four-times faster than  
a conventional oven (upper oven)  

The perfect bake is now perfectly easy - Achieve unrivaled performance 
with the only system that delivers top-down true convection for consistent 
results on special occasion favorites like roasts, chicken, turkey and more 
(lower oven) 

The oven rack that handles it all - Easily remove heavy dishes with a roller 
rack that is specially designed to glide smoothly and stay in the oven 
during the self-clean cycle, so you never have to handle cumbersome 
racks again (lower oven) 

The perfect fit you’ve always dreamed of - When you’re updating your 
kitchen, attention to detail is a priority. That’s why Café wall ovens are 
guaranteed for an exact fit or Café Appliances will pay up to $300  
toward modifications.

FEATURES & BENEFITS

APPEARANCE
Color Appearance Stainless Steel
Handle Brushed Stainless
Handle Design Café Pro
Installation Above Warming Drawer

FEATURES
Configuration Double Oven

Advantium Cooking Modes

Convection Bake (Upper) 
Microwave (Upper) 
Proof (Upper) 
Speedcook (Upper) 
Warm (Upper)

Cooking System True European Convection (Lower)
Oven Cleaning Type Self-Clean with Steam Clean Option (Lower)
Style Built-In
Cleaning Time Variable with Delay Clean Option (Lower)
Program Cooking Over 175 Programmed Menu Selections

Oven Cooking Modes

Convection Bake (Lower) 
Convection Bake Multi/Single Rack (Lower) 
Convection Broil (Lower) 
Convection Roast (Lower)

Self-Clean Oven Door Lock Automatic (Lower)
Baking/Speed Cook Pan Porcelain (Upper)

Control Type
Dial 
Glass Touch

Oven Features
10-Pass Bake Element 
8-Pass Broil Element

Oven Rack Features

1 Self-Clean Heavy-Duty Roller Rack 
2 Self-Clean Heavy-Duty Oven Racks 
6 Ladder-Rack Positions (Lower)

Product Type
Double Oven 
Microwave Oven Combination

Oven Control Features

Audible Preheat Signal 
Auto Recipe Conversion 
Sabbath Mode 
Control Lock Capability 
C° or F° Programmable 
Defrost Mode 
Delay Clean Option 
Delay Start 
Electronic Clock & Kitchen Timer (Lower)  
Hi / Low  Broil 
Proof Mode 
Temperature Probe 
Warm Mode

Microwave Sensor Cooking Controls

Cook 
Defrost 
Express 
Reheat

Microwave Watts (IEC-705) 1000.0
Power Levels 10
Turntable Size 16.0
Cooking Technology Advantium
Fuel Type Electric

Oven Interior

1 Halogen Interior Oven Light (Upper) 
2 Halogen Interior Oven Lights (Lower) 
Hidden Bake

CAPACITY
Capacity (Cu. Ft.) 1.7 Upper / 5.0 Lower

POWER / RATINGS
Amp Rating at 208V 30
Amp Rating at 240V 30
Bake Wattage 2850W
Broiler Wattage 3400W
Convection Wattage 2400W
Electrical Input - 120V Amperage 15
Electrical Input - 120V Watts 1800
KW Rating at 208V 5.4
KW Rating at 240V 7.2



CTC912P2NS1

Café™ 30" Combination Double Wall Oven  
with Convection and Advantium® Technology

For answers to your Café™ product questions, visit our website at cafeappliances.com.

ACCESSORIES
Cookbook Yes (Advantium)

WARRANTY
Parts warranty Limited 1-year entire appliance
Labor warranty Limited 1-year entire appliance
Warranty notes See written warranty for full details

DIMENSIONS AND INSTALLATION INFORMATION

CL

Suitable
bracing

to support
runners

2 x 4 or
equivalent runners
level with bottom of cutout
and flush with sides of cutout
or solid bottom floor.

B

30 ''

A

C

CUTOUT WIDTH
28-1/2" MIN.

  28-5/8" MAX.

Recommended
minimum

cutout location
from the floor  

21-5/8"24"

E

F

D

CUTOUT HEIGHT
42-3/16" MIN.
42-1/4" MAX.

(must support 275 lbs.)

23" MIN. 
door opening
allowance

CONDUIT 
   48" 

 CABINET   30"
 A –Overlap of oven at top of cutout 1"
 B – Overlap of oven over side of edges of cutout 3/4"
 C –Overlap of oven at bottom of cutout 1"
 OVEN 
 D –Install depth                                                         23-1/2" 
   E –Overall height with trim  42-3/8"
  F  –Overall width  29-3/4"

CT9800
PT9800
PT7800
JT3800

ATTENTION INSTALLER: All electric wall ovens must be hard-wired (direct-wired)
into an approved junction box. A plug and receptacle is NOT permitted on these products.

NOTE: If the cabinet does not have a solid bottom,
two braces or runners must be installed to support
the weight of the oven. For single ovens, the runners
and braces must support 200 lbs (91 kg). For double
ovens, the runners and braces must support 375 lbs.
(170 kg).

NOTE: If marks, blemishes or the cutout opening are
visible above the installed oven, it may be necessary
to add wood shims under the runners and front trim
until the marks or opening are covered.

NOTE: If the cabinet does not have a front frame
and the sides are less than 3/4" (1.9 cm) thick, shim
both sides equally to establish the cutout width.

9-1/2" MAX.
RIGHT SIDE ONLY

CUTOUT DEPTH
23-1/2" MIN.

28" MIN. to
bottom of
junction box 

Junction box
location
(Junction box
may be located
in adjacent
cabinet) 
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 D –Install depth                                                         23-1/2" 
   E –Overall height with trim  42-3/8"
  F  –Overall width  29-3/4"

CT9800
PT9800
PT7800
JT3800

ATTENTION INSTALLER: All electric wall ovens must be hard-wired (direct-wired)
into an approved junction box. A plug and receptacle is NOT permitted on these products.

NOTE: If the cabinet does not have a solid bottom,
two braces or runners must be installed to support
the weight of the oven. For single ovens, the runners
and braces must support 200 lbs (91 kg). For double
ovens, the runners and braces must support 375 lbs.
(170 kg).

NOTE: If marks, blemishes or the cutout opening are
visible above the installed oven, it may be necessary
to add wood shims under the runners and front trim
until the marks or opening are covered.
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and the sides are less than 3/4" (1.9 cm) thick, shim
both sides equally to establish the cutout width.

9-1/2" MAX.
RIGHT SIDE ONLY

CUTOUT DEPTH
23-1/2" MIN.
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(Junction box
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 OVEN 
 D –Install depth                                                         23-1/2" 
   E –Overall height with trim  42-3/8"
  F  –Overall width  29-3/4"

CT9800
PT9800
PT7800
JT3800

ATTENTION INSTALLER: All electric wall ovens must be hard-wired (direct-wired)
into an approved junction box. A plug and receptacle is NOT permitted on these products.

NOTE: If the cabinet does not have a solid bottom,
two braces or runners must be installed to support
the weight of the oven. For single ovens, the runners
and braces must support 200 lbs (91 kg). For double
ovens, the runners and braces must support 375 lbs.
(170 kg).

NOTE: If marks, blemishes or the cutout opening are
visible above the installed oven, it may be necessary
to add wood shims under the runners and front trim
until the marks or opening are covered.

NOTE: If the cabinet does not have a front frame
and the sides are less than 3/4" (1.9 cm) thick, shim
both sides equally to establish the cutout width.

9-1/2" MAX.
RIGHT SIDE ONLY

CUTOUT DEPTH
23-1/2" MIN.

28" MIN. to
bottom of
junction box 

Junction box
location
(Junction box
may be located
in adjacent
cabinet) Note: Cabinets installed adjacent to wall ovens must have 

an adhesion spec of at least a 194°F temperature rating.

Installation Information: Before installing, consult 
installation instructions packed with product for current 
dimensional data.

Door handle protrudes 3" from door face. Cabinets and 
drawers on adjacent 45° and 90° walls should be placed 
to avoid interference with the handle.

Electric wall ovens are not approved for installation 
with a plug and receptacle. They must be hard wired in 
accordance with installation instructions.

Note: These ovens are not approved for stackable or side-
by-side installations.

ADDITIONAL ACCESSORIES

CXWD0H0PMBZ  
Brushed Bronze 

2 handles 

CXWD0H0PMSS  
Brushed Stainless 

2 handles 

CXWD0H0PMBT   
Brushed Black 

2 handles

CXWD0H0PMCU  
Brushed Copper 

2 handles
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   48" 

 CABINET   30"
 A –Overlap of oven at top of cutout 1"
 B – Overlap of oven over side of edges of cutout 3/4"
 C –Overlap of oven at bottom of cutout 1"
 OVEN 
 D –Install depth                                                         23-1/2" 
   E –Overall height with trim  42-3/8"
  F  –Overall width  29-3/4"

CT9800
PT9800
PT7800
JT3800

ATTENTION INSTALLER: All electric wall ovens must be hard-wired (direct-wired)
into an approved junction box. A plug and receptacle is NOT permitted on these products.

NOTE: If the cabinet does not have a solid bottom,
two braces or runners must be installed to support
the weight of the oven. For single ovens, the runners
and braces must support 200 lbs (91 kg). For double
ovens, the runners and braces must support 375 lbs.
(170 kg).

NOTE: If marks, blemishes or the cutout opening are
visible above the installed oven, it may be necessary
to add wood shims under the runners and front trim
until the marks or opening are covered.

NOTE: If the cabinet does not have a front frame
and the sides are less than 3/4" (1.9 cm) thick, shim
both sides equally to establish the cutout width.

9-1/2" MAX.
RIGHT SIDE ONLY

CUTOUT DEPTH
23-1/2" MIN.

28" MIN. to
bottom of
junction box 

Junction box
location
(Junction box
may be located
in adjacent
cabinet) 

WEIGHTS & DIMENSIONS
Approximate Shipping Weight 235 
Net Weight 215 
Overall Height 42 3/8
Overall Width 29 3/4
Overall Depth 26 3/4
Cabinet Width 30 
Cutout Dimensions (w x h x d) (in.) 28-5/8 x 42-1/4 x 23-1/2
Oven Interior Dimensions (lower) 25 x 17-3/8 x 20-1/4
Oven Interior Dimensions (upper) 20-1/16 x 8-1/2 x 17

CXWD0H0PMCG  
Brushed Brass

2 handles

CXWD0H0PMFB 
Flat Black
2 handles
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Café™ Stainless Interior Built-In Dishwasher  
with Hidden Controls
CDT805P2NS1

CDT805P2NS1 
Stainless Steel with Brushed 
Stainless handle

FEATURES & BENEFITS

Ultra-Wash & Dry – Unload sparkling clean dishes thanks to a comprehensive 
wash system with targeted cleaning jets and an Ultra-Dry system for table-
ready dishes

Loading Flexibility – Load the dishes your way: Our lower wash arm provides 
excellent coverage for the largest of loads. The fold down tines accommodate 
wide or oddly shaped items and our third rack provides extra space for your 
silverware and kitchen utensils

Adjustable Upper Racks – You’ll have room for your finest stemware and 
space for tall bakeware with a rack that can be moved two inches up or down, 
creating ultimate loading flexibility

Wash Zones – Save time and use less water when you don’t have a full dish 
load with a fully customizable cycle that lets you wash a true half load in the 
upper or lower rack

Steam + Sani – Eliminate the need to pre-wash dishes at the end of every 
meal, thanks to a Steam + Sani feature that easily loosens lingering traces of 
food with an added bonus of complete sanitization

Create a look that matches your personal style – Select any combination of 
hardware options to create a stunning look customized to any owner’s taste

FEATURES
Style Built-In
Tub and Door Liner Stainless Steel
Tub Type Tall Tub
Control Type Top Controls; Cap Touch Controls; 12 Touchpads

Dishwasher Control Features

Cycle Countdown with Bi-Color LED Status Light on door; 1 
“Clean” Light; 1 “Sanitized” Light; 1 “Low Rinse Aid” Light; Last 
Cycle Memory; Audible End-of-Cycle Signal

Wash System 3-Level; 800 Series

Wash System Features

Dual Pumps and Motors; Automatic Temperature Control; 
Drain Pump; Hard Food Disposer with removable filter; 
Automatic HotStart; Bottle Jets (4); Reversing Quad Blade 
Lower Wash Arm; Quad Blade Middle Wash Arm

Sensor Clean Sensor

Wash Arms
3 Wash Levels; Lower- Reversing Quad Blade; Middle - Quad 
Blade; Bottle Jets

Water Filtration System 100% Filtration with Hard Food Disposer and Removable Filter
Dispenser Rinse Aid with Indicator and Adjustment
Number of Cycles 5
Dishwasher Cycles Auto; Pots; Normal; China; Express
Number of Options 12

Dishwasher Options

Delay Start 1-12 Hr.; Lock Controls; Hi-Temp Wash; Presoak + 
Sanitize; Heated Dry Off; Normal Dry; Ultra Dry; Wash Zone 
Upper Only; Wash Zone Lower Only; Start/Reset; Bottle Jets

Rack Features

Ball-Tipped Tines; Adjustable Upper Rack; 3-Piece Silverware 
Basket with Cell Covers; Full Extension Slides - Upper; 2 short 
articulating plastic utility shelves w/Stemsafe and chop-stick 
slots

Racking Material Nylon
Racking System Full 3rd rack
Rack Color Black Pearl
Number of Place Settings Up to 16

Upper Rack

Premium Height Adjustable; Ball-Tip Tines; 1/2 fixed tines, 1/2 
fold down tines; Fixed tines with Bottle Jets; 1 Rack handle; 2 
Stem Safe Shelves; Chop stick slots

Lower Rack Ball-Tip Tines; 1/2 fixed tines, 1/2 fold down tines
Additional Protection Active Flood Protection

Dishwasher Drying Features
Multi-Wattage Wash & Dry Element; Heated Dry - Ultra/On/Off; 
Fan Assist Dry

Cutlery Tray One piece removable 3rd rack
Leveling System 4 Leveling Legs
Latch Pull with Handle
WiFi Connect Optional (Requires part no. PBX23W00Y0)
Exterior Style Traditional

ECONOMICAL/QUIET
Quiet Package 45 dBA
Quiet Features Quiet Water Valve; Sealed Toe Kick; Tub Collar Trim
Motor Type Single Speed
Outer Wrap Full-wrap Blanket; Bitumen
Door Insulation Insulation; Mastic

WEIGHTS & DIMENSIONS
Cabinet Width 24 in
Approximate Shipping Weight 118 lb
Net Weight 105 lb
Overall Height 34 in
Height w/ Legs Retracted - 
Minimum Height 33-3/8 in
Height w/Legs Extended - 
Maximum Height 34-5/8 in
Overall Depth 24 in
Overall Width 23-3/4 in

APPEARANCE
Door Style Long Door with Top Controls

Installation
Side Installation or Top Installation Included; Built-Up 
Floor Capable; Flush Cabinet Installation

Door Appearance Full-length flat door

Certified to NSF 
Standard 184 for 
sanitization
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Café™ Stainless Interior Built-In Dishwasher  
with Hidden Controls
CDT805P2NS1
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TECHNICAL DETAILS
Calrod Heater Watts 800/500

Power Connection
Optional cord kit (GPFCORD - WX09X70910, 
WX09X70911)

Volts/Hertz/Amps 120v; 60Hz; 6.6A

WARRANTY
Parts warranty Limited 1-year entire appliance
Labor warranty Limited 1-year entire appliance
Warranty notes See written warranty for full details

DIMENSIONS INSTALLATION DIMENSIONS

For answers to your Café™ product questions, visit our website at cafeappliances.com.

24"
Typical

33-3/8" MIN.
adj to

34-5/8" MAX.

23-3/4"

29-7/8"

27-1/2"

4" (toekick)

This Wall Area 
must be Free 
of Pipes or 
wires33-1/2" to 34-3/4"

Underside of
Countertop

to Floor

Figure A

Cabinets
Square
and
Plumb

24" 
Min.

4"

6"

Plumbing and Electric Service 
Must Enter Inside This Area

24"
Min.

ADDITIONAL ACCESSORIES

Brushed Bronze 
CXADTH1PMBZ

Brushed Stainless 
CXADTH1PMSS

Brushed Black 
CXADTH1PMBT  

Brushed Copper
CXADTH1PMCU

Overall depth including 
handle: 26.3"

Brushed Brass 
CXADTH1PMCG   

Flat Black
CXADTH1PMFB 



Café™ Energy Star® 23.1 Cu. Ft. Counter-Depth 
French-Door Refrigerator
CWE23SP4MW2 / CWE23SP2MS1 / CWE23SP3MD1

FEATURES
Configuration French door
WiFi connect Built-in
Connected capabilities Amazon Alexa; The Google Assistant; IFTTT
Temperature management system TwinChill™ evaporators
Defrost type Frost Guard
Control type Internal electronic digital temperature display
Dispenser Internal water
Dispenser features Door alarm; Internal dispenser
Icemaker Factory-installed

Water filtration

Advanced filtration system (RPWFE);  
Removes pharmaceuticals; Water filter  
indicator light

Filter location Left wall

Fresh food cabinet drawers

3 total; 2 adjustable humidity drawers;  
1 full-width, adjustable temperature  
with LED light

Fresh food cabinet shelves

5 total—glass with silver trim; 4 split  
adjustable; 1 full-width; 3 spill proof;  
1 Quick Space shelf

Fresh food door bins 6 total (4 adjustable with gallon storage)
Fresh food door features Dairy compartment; Drop down tray
Fresh food features Showcase LED lighting (7); Deli pan
Freezer storage baskets 2 full-width (with ice bucket)
Freezer features Interior lighting—showcase LED (2)
Exterior style Counter-depth
Leveling system 2 front leveling legs

Performance features
Easily removable door gaskets;  
Sabbath Mode capable

CAPACITY
Total capacity (cubic feet) 23.1 cu. ft.
Fresh food capacity 15.9 cu. ft.
Freezer capacity 7.2 cu. ft.

WEIGHTS & DIMENSIONS
Overall depth 31-1/4 in.
Overall height 69-7/8 in.
Overall width 35-3/4 in.
Case depth without door 24-3/8 in.
Depth with door open 90° 43-3/8 in.
Depth without handle 28-3/4 in.
Height to top of case 69 in.
Width with door open 90°  
including handle 44-3/4 in.
Approximate shipping weight 363 lb.
Net weight 333 lb.

Create a built-in look with counter-depth design that fits flush with 
surrounding cabinetry.  

Enjoy a cleaner appliance appearance with internal water dispenser.  

Always have plenty of ice ready whenever you need it with a factory-
installed icemaker. 

Keep key ingredients fresh and within sight with a full-width, electronic, 
temperature-controlled drawer that uses an LED colored lighting system. 

Food remains fresh longer with TwinChill™ evaporators that accurately 
maintain and control separate freezer and refrigerator environments. 

Display groceries like a gallery with showcase LED lighting positioned 
throughout the interior to spotlight your favorite foods and containers.  

Eliminate the guesswork of temperature setting with in-the-door controls 
with a easily-adjustable digital temperature display. 

Protect your family and guests with an advanced water filtration system 
that uses RPWFE replacement filters to remove 98% of pharmaceuticals 
from ice and water*. 
* Removes 98% of ibuprofen, atenolol, fluoxetine, progesterone and trimethoprim.  
These pharmaceuticals are not necessarily in all users’ water.

FEATURES & BENEFITS

CWE23SP4MW2  
Matte White with  
Brushed Bronze handles

APPEARANCE
Counter-depth design Yes
Exterior design Flat doors
Handle design GE Café
Hidden door hinge(s) Yes
Textured steel case Case only—Dark gray

CWE23SP3MD1  
Matte Black with  
Brushed Stainless 
handles

ALSO 
AVAILABLE IN

CWE23SP2MS1 
Stainless Steel  
with Brushed  
Stainless handles



Café™ Energy Star® 23.1 Cu. Ft. Counter-Depth 
French-Door Refrigerator
CWE23SP4MW2 / CWE23SP2MS1 / CWE23SP3MD1

ADDITIONAL ACCESSORIES
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DIMENSIONS

Height to top of door (in.) A
Height to top of hinge (in.) B
Height to top of case (in.) C
Case depth without door (in.) D
Case depth less door handle (in.) E
Case depth with door handle (in.) F
Depth with fresh food door open 90˚ (in.) G
Width (in.) H
Width with door open 90˚ with door handle (in.) I

Width with doors open fully (in.) J

Min distance between side of case and wall, in
either direction, to allow doors to open fully (in.) K

Depth with FZ door completely open (w/o handle) (in.) X

Depth with FZ door completely open (w/ handle) (in.) Y 

70-1/2
69-7/8

69
24-3/8
28-3/4
31-1/4
43-3/8
35-3/4
44-3/4

61-5/8

13-1/8

44-1/4

46-3/4

A

H K

X
Y

G

D
E
F

B C

I
J

Dimensions (in inches)
Height to top of door (in.) A
Height to top of hinge (in.) B
Height to top of case (in.) C
Case depth without door (in.) D
Case depth less door handle (in.) E
Case depth with door handle (in.) F
Depth with fresh food door open 90˚ (in.) G
Width (in.) H
Width with door open 90˚ with door handle (in.) I

Width with doors open fully (in.) J

Min distance between side of case and wall, in
either direction, to allow doors to open fully (in.) K

Depth with FZ door completely open (w/o handle) (in.) X

Depth with FZ door completely open (w/ handle) (in.) Y 

70-1/2
69-7/8

69
24-3/8
28-3/4
31-1/4
43-3/8
35-3/4
44-3/4

61-5/8

13-1/8

44-1/4

46-3/4

A

H K

X
Y

G

D
E
F

B C

I
J

Dimensions (in inches)

For answers to your Café™ product questions, visit our website at cafeappliances.com.

WARRANTY

Parts warranty
Limited 1-year entire appliance; Limited 5-year sealed 
refrigerating system

Labor warranty
Limited 1-year entire appliance; Limited 5-year sealed 
refrigerating system

Warranty notes See written warranty for full details

CXLB3H3PMBZ
Brushed Bronze

3 handles 
(Standard on Matte White)

CXLB3H3PMSS 
Brushed Stainless  

3 handles 
(Standard on Matte Black 

and Stainless Steel)

CXLB3H3PMBT 
Brushed Black 

3 handles

CXLB3H3PMCU 
Brushed Copper 

3 handles


